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52 THROUGH 86 SERIES 
HOOD ALIGNMENT 

The hood hinge adjustment provides lateral and 
vertical alignment of the rear edge of the hood in 
relation to the cowl vent grille. 

1. Raise hood and loosen hinge bracket to cowl 
bolts and the hinge bracket to fender bolt on 
each side of car. (Fig. 11-1) For fore or aft 
adjustment, loosen hood hinge to hood bolts. 

2. Shift hood until clearances shown in Fig. 11-2 
are obtained. 

3. Tighten bolts and recheck alignment. 

4. The rubber bumpers must be adjusted for 
alignment of the forward edge of the hood 
with the forward edge of the fenders. Vertical 
adjustment can be made by loosening the 
locknuts on the rubber bumpers and turning 
bumpers either up or down. 

HOOD ASSEMBLY 

Remove and Install 

1. Raise hood and install protective coverings 
over cowl and fender areas to prevent damage 

F i 9 . 11-1 Hood Hinge At tachment (52 through 86 Series) F ig . 11-2 Sheet Meta l Clearances (52 through 86 Series) 
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to paint and moldings when removing or in
stalling hood. 

2. Disconnect underhood lamp wire. 

3. Mark position of hinge on hood to facilitate 
alignment on installation,, 

4. Remove hinge to hood bolts on each side of 
hood. (Fig. 11-1) 

5. While supporting hood, remove mounting stud 
nuts on each side of hood. 

6. Remove hood assembly. 

To install, reverse removal procedure and 
check hood alignment. 

If necessary to install a new insulator, apply 
cement to within two inches of outer edges of 
insulator and install with smooth side exposed. 

NOTE: The mounting holes in the hood hinge 
bracket are enlarged to provide a slight fore and 
aft adjustment of the hood panel. 

HOOD HINGE SPRING 

Remove and Instal l 

1. Raise hood just enough to place Tool J-6506-1 
over the spring. (Fig. 11-3) 

2. Raise hood and remove spring. 

NOTE: When installing new spring, a suit
able expander must be used to stretch the 
spring so that Tool J-6506-1 can be placed 
over the spring. (Fig. 11-4) 

3. Position spring (with tool in place) on hinge. 

4. Lower hood slightly to expand spring, then 
remove Tool J-6506-1. 

Fig. 11-3 Hinge Spring Tool in Position 
(52 through 86 Series) 

HOOD HINGE REMOVE AND INSTALL 
( W i t h Spring Removed) 

1. Mark the hinge outline on the cowl to facili
tate alignment on installation. 

2. While supporting hood, remove the hinge to 
hood bolts and nut, then remove the hinge to 
cowl and fender bolts. 

To install, apply auto body caulking compound 
around cowl bolt holes and reverse removal pro
cedure. Align hood after hinge is installed. 

HOOD MOLDINGS AND LETTERS 

The hood moldings and letters are attached by 
self-threading nuts which are accessible from 
the underside of the hood. (Fig. 11-5) 

HOOD LATCH ASSEMBLY 

The hood latch assembly is bolted to the fender 
tie bar and the hood latch support. The rear bolt 
hole is elongated for alignment purposes. The 
assembly should be lubricated periodically with 
lubriplate. (Fig. 11-6) Torque screws to 20 
ft. lbs. 

Fig. 11-4 Installing Hinge Spring Tool 
(52 through 86 Series) 
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F ig . 11-5 Hood Insulator and Mold ings (52 through 86 Series) 

F ig . 11-6 Hood Latch Assembly (52 through 86 Series) 
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COWL VENT GRILLE 

Remove and Install 

1. Remove windshield wiper arms. 

2. Raise hood and remove cowl vent grille to 
cowl screws. 

3. Remove cowl vent grille. 

To install, apply a medium-bodied sealer around 
vent grille attaching screw holes and vent grille 
tab slots in cowl, also be sure anti-squeak tape 
is installed on both ends of the grille. Then, 
carefully slide grille rearward to engage rear 
edge of grille between windshield lower reveal 
moldings and molding attaching clips and reverse 
removal procedure. 

FENDER ASSEMBLY 

Removal (Fig. 11-7) 

1. Remove the screws indicated at shim points. 

Remove the screws at front molding. 

Remove upper fender attaching bolts. 

Remove hood hinge to fender attaching screws 
and support hood. 

For right fender, if equipped with manual 
antenna, it will be necessary to: 

a. Loosen plastic nut and r e m o v e mast 
assembly. 

b. Remove the lead-in assembly mounting 
nut, upper spacer and gasket. 

c. Push the lead-in assembly down through 
the fender and body. 

Along inner fender flange, remove two screws 
securing fender filler to fender. (Fig. 11-8) 

Along edge of wheel opening, remove six 
screws securing fender filler to fender. 

Remove two fender to tie bar attaching screws 
and remove fender. 

Fig . 11-7 Fender Instal lat ion (52 through 86 Series) 
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Installation 

To install the fender, reverse the removal 
procedure. Refer to ACCESSORIES Section for 
manual antenna installation. The fender attaching 
bolt holes are elongated to permit adjustment and, 
in addition, there are shims available to be used 
at five locations. Four of the shim locations are 
used to obtain alignment of the fender to the door; 
the other shim location is at the fender tie bar 
and is used to obtain fender to hood alignment. 
(Fig. H-2) 

When installing a fender, tighten the attaching 
bolts just enough to permit shifting as required. 
After proper alignment is obtained, tighten all 
attaching screws and bolts. Torque fender to-
body bolts to 28 ft. lbs. Torque remaining screws 
to 20 ft. lbs. 

FILLER PLATE (Fig. 11-8) 

Removal 

1. Raise car, support on floor stands, remove 
wheel assembly. 

2. If equipped with rocker panel molding, r e 
move molding. 

3. If side being serviced has battery support 
attached, remove battery, battery support and 
battery support front bracket. 

4. For left side, remove windshield washer jar. 

5. Disengage wiring harness clips from filler 
plate. 

6. For left side, disconnect wiring from horn 
relay block and if equipped with cruise con
trol, remove bracket. 

7. Remove two screws securing filler plate to 
inner fender flange. 

8. Remove screw securing filler plate to frame. 

9. Remove six screws along inner edge of fender 
securing filler plate to fender. If equipped 
with air conditioning for right side, remove 
two screws securing muffler bracket to filler 
plate. 

RADIATOR SUPPORT ASSEMBLY (Fig. 11-9) 

The radiator support assembly is a welded as 
sembly and will be serviced as a complete 
assembly. 

Fig . 11-8 Inner Fender Panel Insta l la t ion (52 through 86 Series) 
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MOLDINGS 11-10, 11-11, 11-12, 11-13, and 11-14. 

Fender Moldings Script, and Rocker 
Panel Moldings 

To remove moldings and script, refer to Figs. 

NOTE: Brush a thick application of sealer 
over studs and nuts of moldings and scripts after 
assembly. 

Fig. 11-9 Radiator Support (52 through 86 Series) 

F ig . 11-10 Fender Mold ings (52 Series) 
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Fig . 11-11 Fender Mold ings (54 Series) 

F ig . 11-12 Fender Mold ings (56 Series) 
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Fig . 11-13 Fender Mold ings (58 Series) 

F ig . 11-14 Fender Mold ings (84 and 86 Series) 
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F ig . 11-15 Headlamp Assembly Insta l la t ion ... .., . , _ l t _ ._„ . , n 

(52 through 86 Series) F ' 9 ' U " 1 6 ^ ^ $ U P P ° r t ( 5 2 ^°^h 8 6 S e r i e s > 

F ig . 11-17 Fender Panels (84 and 86 Series) 
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Fig. 11-18 Gri l le (52 through 58 Series) 

Fig. 11-19 Gri l le (84 and 86 Series) 
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33 THROUGH 38 SERIES 
HOOD ASSEMBLY 

Removal and Installation 

Prior to removal of the hood, it is suggested 
that adjoining areas be covered to prevent 
damage. 

With the hood supported, scribe the hinge po
sition on the hood screws from each hinge. (Fig. 
11-25) 

When installing hood, position the hood to the 
scribed lines, torque screws to 28 ft. lbs. If 
further adjustment is necessary, follow the hood 
and hinge alignment procedure. If necessary to 
install a new hood insulator, refer to Fig. 11-26. 

HOOD HINGE SPRING 

Removal and Installation 

To remove the spring from the hood hinge, raise 
F ig . 11-2o nood n inge Spring Removal 

(33 through 38 Series) 

F ig . 11-26 Hood Insulator and Mold ings (33 through 38 Series) 



11-12 Chassis Sheet Metal 33 through 86 Series 

hood approximately 12" and place Tool J-6506-1 
over the spring (Fig. 11-25) Raise hood and the 
spring will unhook. Block hood in this position 
and remove spring. 

When installing a new spring, stretch the spring 
(Fig. 11-27) and place Tool J-6506-1 over the 
spring. Position spring (with tool in place) on 
hinge. Lower hood lightly to expand spring, then 
remove tool. 

HOOD HINGE 

Removal and Installation with Spring Removed 

Place protective covers on fender and grille 
at hinge area. Mark the hinge outline on fender 
and hood to facilitate alignment. (Fig. 11-25) 
Support the hood at front and rear and remove 
the hinge-to-hood screws, then remove the hinge-
to-fender screws. 

Using the scribe marks as a guide, install the 
hinge screws and torque to 28 ft. lbs. Check hood 
alignment after hinge installation. The hinge is 
provided. with elongated holes for alignment and 
if necessary, shift hood to properly align. Fig. 11-27 Installing Hinge Spring Tool 

(33 through 38 Series) 

Fig. 11-28 Hood Latch Assembly (33 through 38 Series) 
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HOOD LATCH ASSEMBLY 

The hood latch assembly is bolted to the fender 
tie bar and the hood latch support. The two bolts 
retaining the latch assembly to the tie bar are 
accessible from the bottom side and the single 
bolt, retaining the latch assembly to the hood 
latch support, is accessible from the top. The 
three bolt holes are elongated for alignment pur
poses. The assembly should be lubricated peri
odically with lubriplate. (Fig. 11-28) Torque 
screws to 20 ft. lbs. 

HOOD MOLDINGS AND LETTERS 

The hood moldings and letters are attached by 
self-threading nuts which are accessible from 
the underside of the hood. (Fig. 11-26) 

Fig. 11-29 Radiator Support (33 through 38 Series) 

Fig. 11-30 Fender Installation (33 through 38 Series) 
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RADIATOR SUPPORT ASSEMBLY 
(Fig. 11-29) 

The radiator support assembly is a welded 
assembly and will be serviced as a complete 
assembly. 

FENDER ASSEMBLY 

Removal (Fig. 11-30) 

1. Remove the screws indicated at shim points. 

2. Remove the screws retaining fender to exten
sion and filler plate bracket. 

3. Remove upper fender attaching bolts. 

4. Remove hood hinge to fender attaching screws 
and support hood. 

5. For right fender, if equipped with manual 
antenna, it will be necessary to: 

a. Loosen plastic nut and remove mast 
assembly. 

b. Remove wiper arm and blade assemblies. 

c. Remove nozzle attaching screw from each 
side. 

d. Remove the vent grille attaching screws 
and remove grille. 

e. Remove the lead-in assembly mounting 
nut, upper spacer and gasket. 

f. Push the lead-in assembly down through 
the fender and body and remove by reach
ing through the plenum chamber. 

6. Along edge of wheel opening, remove six 
screws securing fender filler to fender. On 
some models, it may be necessary to loosen 
wheel opening molding to gain access. 

7. Remove two fender to tie bar attaching screws 
and remove fender. If equipped with air con
ditioning, remove two screws securing muffler 
before removing fender. 

Installation 

To install the fender, reverse the removal pro
cedure. Refer to ACCESSORIES Section for 
manual antenna installation. The fender attaching 
bolt holes are elongated to permit adjustment and, 
in addition, there are shims available to be used 
at five locations. Four of the shim locations are 

used to obtain alignment of the fender to the door; 
the other shim location is at the fender tie bar 
and is used to obtain fender to hood alignment. 
(Fig. 11-31) 

When installing a fender, tighten the attaching 
screws and bolts. Torque fender to-body bolts to 
28 ft. lbs. Torque remaining screws to 20 ft. lbs. 

FILLER PLATE (Fig. 11-30) 

Removal 

1. Raise car, support on floor stands, remove 
wheel assembly. 

2. If equipped with wheel opening molding, r e 
move molding. 

3„ If side being serviced has battery support 
attached, remove battery, battery support and 
battery support front bracket. 

4. For left side, remove windshield washer jar. 

5. Disengage wiring harness clips from filler 
plate. 

6. For left side, disconnect wiring from horn 
relay block. 

7. Remove two screws securing filler plate to 
inner fender flange. 

8. Remove screw securing filler plate to frame. 

9. Remove six screws along inner edge of fender 
securing filler plate to fender. 

If equipped with air conditioning for right side, 

Fig . 11-31 Sheet Me ta l Clearance 

(33 through 38 Series) 
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Fig. 11-33 Fender Mo ld ings (33 through 38 Series) 
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remove two screws securing receiving-dehydrator 
bracket to filler plate. Torque all attaching 
screws to 20 ft. lbs. 

Because of tolerances, it may be necessary to 
remove one headlamp door and loosen the bumper 
to remove the grille. 

MOLDINGS 

Fender Mold ings, Script, 
and Rocker Panel Mold ings 

To remove moldings and script, refer to Figs. 
11-32, 11-33 and 11-34. 

NOTE: Brush a thick application of sealer 
over studs and nuts of moldings and scripts after 
assembly. 

GRILLE ASSEMBLY 

The grille assembly is retained to the hood 
latch support and radiator side baffles by six 
sheet metal screws. (Fig. 11-35) It will be neces
sary to remove the battery to gain access to the 
screws on the back side of the radiator support. 

HEADLAMP ASSEMBLY (Fig. 11-36) 

The headlamp door assembly is attached to the 
radiator side baffle by four screws accessible 
from the front side. The sealed beam units can 
be removed after removing the headlamp doors 
by disconnecting the spring located near the bot
tom of the unit, pulling sealed beam forward and 
disconnecting wiring connector. The sealed beam 
retaining ring can be removed by removing the 
two attaching screws. The headlamp assembly 
is retained to the radiator side baffle by three 
screws accessible from the back side of the side 
baffle. Depending upon which assembly is being 
replaced and whether it is a L-6 or V-8, it may 
be necessary to remove the battery to gain ac
cess. Torque headlamp to side baffle screws to 
20 ft. lbs. 

Fig. 11-34 Fender Ornamentation (33 through 38 Serie^ 
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Fig. 11-35 Gri l le (33 through 38 Series) 

Fig. 11-36 Headlamp Assembly (33 through 38 Series) 
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COWL VENT GRILLE 

Removal 

1. Remove windshield wiper arms. 

2. Raise hood and remove cowl vent grille to 
cowl screws. 

3. Remove windshield washer nozzle attaching 
screws. 

4. Remove cowl vent grille by lifting up forward 
edge and pulling away from windshield. 

Installation 

Apply caulking around vent grille attaching 
screw holes and vent grille tab slots in cowl; 
then, carefully slide grille rearward to engage 

rear edge of grille between windshield lower 
reveal moldings and molding attaching clips. In
stall grille to cowl screws and washer nozzle 
attaching screws. 

BATTERY SUPPORT 

The battery is located on the left side with the 
V-8 engine and on the right side with the L-6 
engine. 

Removal (Fig. 11-37) 

1. Disconnect battery cables. 

2. Remove battery. 

3. Remove screws securing battery support to 
brackets and remove support. 

Fig. 11 -37 Battery Support- (33 through 38 Series) 


